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Dimensions mm

* shows installation with short downrod

■ 4 injection molded composite blades for best air delivery.
■ 3 speeds, light on/off and dimming by remote control, wall bracket included.
■ Forward/reverse (summer/winter) slide switch.
■ Integrated frosted glass light kit, max. 2 x 10 W (E27), suitable for ESL.
■ Balanced motor and blades.
■ Installation on sloped ceilings (up to 14°), higher pitch with on-site construction.

Options:
■ Optional wall controls available (page 133/134).
■ Longer downrods available (page 143).
■ Interchangeable blade sets available (page 129 - 131).
■ Hotel wall control FB-FNK-D AC Hotel #86210 (page 133).

No. of blades 4

Power motor (W) 18 - 62

Power light kit max. (W) 2 × 10

Voltage (V/Hz) 220-240/50

Size Ø (cm/" ) 142/56

No. of speeds (with R/C) 3

Rev. max. (RPM) 230

Weight (kg) 8.1

Light bulbs are not included.Installation: 2 screws Ø min. 4.5 mm 
separation 70 - 110 mm

MIRAGE

Product Code No. Housing Finish Blade Finish

BN-SW 9313211 Brushed chrome Composite, black

BN-SI 9313210 Brushed chrome Composite, silver

WE-WE 9313220 White Composite, white

BN-TR 9313209 Brushed chrome Composite, semitransparent

Further technical data on pages 124 and 127
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