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AAREN® For indoor* and outdoor use!

Ideal for the targeted heating of defined areas in wind 

protected, semi-open outdoor areas such as loggias or 

terraces open on one side. 

■ Innovative infrared heating technology with 
Schott NEXTREMA® glass ceramic front

■ Power of 900 or 1,800 watts selectable for 
individual requirements and needs

■ IR-B and IR-A provide cosy warmth with 
very low light emission

■ Protection class IP55 - highest electrical 
safety despite rain and snow (IP55: jet-
proof)

■ Shapely, aesthetic solution for architectu-
rally sophisticated exterior and interiors

■ Direct and precise heating by deep infra-
red heat       

Enjoy even on chilly evenings your end of the 
day in the open air on your terrace!

Optionally operable with a standard switch, 
2-stage (50% - 100%) with changeover switch 
on the AAREN V model or a built-in infrared 
remote control on the AAREN VD model with 3 
levels (33% - 66% - 100% power), the AAREN 
family devices provide a gentle enveloping, 
pleasant feeling of warmth. 
The secret is the infrared radiation produced: 
It warms mainly people and objects and not the 
ambient air. Both models come with a 3 m rub-
ber cable H05SS-F for permanent connection.
The wall and ceiling brackets are included in 
the delivery and guarantee a minimum distance 
of 95 mm.

■ Low housing temperature on the back, 
no fire hazard

■ High-quality materials: aluminium-design 
housing with a temperature-resistant coa-
ting, Colour anthracite or white 

■ Heat range up to 6.5 m²

■ Wall/ceiling brackets included

■ No emissions, no noise

■ Maintenance-free
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XT16 Room control 
with power section with room 
thermostat, weekday 
control, operating 
time limitation 
and „open window 
detection“.

This devices are designed for the selective heating of 
defined areas and are not suitable as sole space hea-
ting. 

Due to the nature of IR radiation (mainly medium wave) 
effective for outdoor use in protected, semi-open areas 
with low wind movement.

The minimum installation height is 1.8 m, the maximum instal-
lation height is 3.0 m depending on the model and application. 
Despite the low enclosure temperature of max. 100 °C at the 
rear of the housing, the mounting surface should be made 
of non-flammable materials or, when mounting on flammable 
surfaces (wooden beams), the „EXTENSION“ #7706 spacer 
should be used.

For wall mounting, the distance to the ceiling must be at least 
30 cm and the lateral distance to walls at least 50 cm.
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ca. 6,5 m²

∆ T max.: + 6,5 °K

Temperature increase

Data AAREN AAREN D with remote control

Code no. colour back 966V 966VD

Code no. colour white 966W 966WD

Heating area approx. (m²) 6,5 6,5

Heating-up time approx. (sec.) < 5 < 5

Minimum ceiling distance (cm) 9,5 9,5

Length L (mm) 800 1050

Weight approx. (kg) 5,3 7,1

Power (W) 1.800 1.800

Current approx. (A) 8,0 8,0

Voltage / Frequency (V / Hz) 220 - 240/~50/60 220 - 240/~50/60

Degree of prot. / protection class IP55 / I IP55 / I

Length of cable (m) 3,0 3,0

Material Aluminum/Schott NEXTREMA® Aluminum/Schott NEXTREMA®

Modell AAREN® V

AAREN® V

AAREN® W

AAREN® VD

AAREN® WD

The devices are designed for the selective 
heating of defined areas and are not suitable 
as sole space heating.

* For indoor use, the XT16 external con-
troller or equivalent must be used to 
comply with the Ecodesign Regulation EU 
2015/1188. This controller controls the use 
of the device via a room thermostat, a week-
day control, an operating time limiter and an 
„open window detection“.
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